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mechanics
working temperature -20°C / +70°C

min. bending radius 35 mm

order code ref. type outer jacket working temperature cable color weight
kg/m

V11/48F V11/48F PVC -20°C / +70°C green 0.06

electric
characteristic impedance 75 Ω ± 2%
capacity 52 pF/m
velocity of propagation 85 %
DC resistance  
 inner conductor 18 Ω/km
 outer conductor 8 Ω/km
screening attenuation > 95 dB
nom. attenuation [dB/100m]  
 1 MHz 0.7
 5 MHz 1.4
 10 MHz 2.0
 100 MHz 5.6
 200 MHz 7.9
 270 MHz 9.3
 360 MHz 10.8
 500 MHz 12.9
 1000 MHz 18.7
 1500 MHz 23.4
return loss  
 30 - 300 MHz 38 dB
 300 - 900 MHz 36 dB
 900 - 2150 MHz 34 dB

technical specifications are subject to change

design
inner conductor solid bare copper wire, Ø 1,1 mm
insulation Foam-Skin PE, gas injected, Ø 4.8 mm
shielding AL-PET-AL foil + tinned copper braid,  >90% coverage
outer jacket PVC, green
overall diameter 6.9 mm

SDI - digital video kable
1.1/4.8 AF - PVC
• double shielding (100% foil + 90% braid)

• very low attenuation

bulk cables digital video 75Ω
digital video

V11/48F
75 Ω


